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PEDESTAL POLE DETAILS
NOTES:

1.
2. STREET NAME SIGN SHALL BE 16" WIDE WITH 8” SERIES "C”

STREET NAME SIGNS REQUIRED AS SHOWN ON PLANS.

LETTERS. SIGN SHALL BE NO MORE THAN TO 12 SQUARE
FEET TOTAL AREA AND SHALL HAVE HIGH INTENSITY
REFLECTIVE LEGEND, 1” BORDER AND BACKGROUND COLORS:
WHITE ON GREEN, SIGN PANELS SHALL BE SINGLE SHEET
6061-T6 ALUMINUM .125 MINIMUM THICKNESS.

. PEDESTRIAN ACTUATED CROSSING SHALL BE A MAXIMUM

OF 42" ABOVE THE FINISHED PUBLIC SIDEWALK.

A STABLE, FIRM, AND SLIP—RESISTANT AREA

30"x48” SHALL BE PROVIDED TO ALLOW FOR A

FORWARD OR A PARALLEL APPROACH TO THE CONTROLS.
WHERE A PARALLEL IS PROVIDED, CONTROLS SHALL BE WITHIN
10” HORIZONTALLY OF AND CENTERED ON THE

CLEAR GROUND SPACE.

. FOR INSTALLATIONS WITH ONLY PEDESTRIAN SIGNALS, CUT

@ SERRATED LOCKING RING
m/ LOCK NIPPLE

3/4-" STAINLESS STEEL BANDS
(ULTIMATE BREAKING STRENGTH
2400 LBS PER BAND)

MULTI-CONDUCTOR CABLE
/ (FROM MASTARM POLE BASE
TO SIGNAL HEAD)

—=—— |F PEDESTRIAN SIGNAL IS MOUNTED

BELOW THE TRAFFIC SIGNAL HEAD.
USE "T" TYPE FITTING

1 1/2" NIPPLE

HUB WELDED IN POLE

SIDE VIEW

MOUNTING DETAIL

USE "T” TYPE FITTING

NWmm-
‘ LED, FULL COUNTDOWN

ABOVE SIDEWALK

MOUNT 7' TO 10’

MOUNTING BRACKET

3/4" STAINLESS STEEL BANDS
(ULTIMATE BREAKING STRENGTH
2400 LBS PER BAND)

PEDESTRIAN SIGNAL DETAILS
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SHAFT TO 9'. USE 15 SHAFT FOR PEDESTAL POLES REQUIRING
BOTH 5—SECTION SIGNAL ASSEMBLIES AND PEDESTRIAN SIGNALS.

AS SHOWN ON PLANS

STREET NAME SIGN DETAILS

HUB WELDED IN POLE
O 1 1/2" NIPPLE
/ IF PEDESTRIAN SIGNAL IS MOUNTED
BELOW THE TRAFFIC SIGNAL HEAD.
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1 2"**

TO CROSS

PUSH BUTTON
g START CROSSING

TURNING CARS

é DON'T_START
FINISH _CROSSING
M nGF STARTED

PEDESTRIAN
SHOULD NOT BE
DY IN CROSSWALK

7 )
START CROSSING
WATCH FOR
PEDESTRIAN
SHOULD NOT BE
IN CROSSWALK
\\STEADY y

TO CROSS
PUSH BUTTON
]
il TURNING CARS
JMC  DON'T START
> - FINISH CROSSING
7PPeRING IF STARTED
** USE SMALLER SIZE FOR
PEDESTAL POLES

PUSH BUTTON SHALL CONFORM
TO ADA REQUIREMENTS

PUSH BUTTON DETAIL

STAINLESS STEEL BAND

SIGNAL MASTARM
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